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Coventry | Limed Oak

Coventry | Eucalypt

Type of Installation

Application

Wear Layer

Fire Resistance

Stain & Chemical Resistance

Overall Thickness

Plank Size

Quantity per Box

Number of Planks

Acoustic Properties

Slip Resistance

VOC Tested

Castor Chair

Floating

Heavy Residential & Commercial

0.55mm

PASS

Excellent (EN 423)

6.5mm (5mm + 1.5mm Acoustic Backing)

222.25mm x 1517.65mm

2.02m2 

6 planks per box

BCA APPROVED for High Rise Buildings

R10

PASS

PASS (EN 425) (use soft non-staining wheels)

MINIMAL SUBFLOOR PREP
Can be installed on most 
subfloors including concrete, 
ceramic tiles and chipboard 
(Refer to our installation 
instructions for details).

WET ZONE FRIENDLY
Can be installed in kitchens, 
bathrooms and laundries.

EASY INSTALLATION 
Drop-lock click system 
enables quick and easy 
installation. No underlay 
required. 

PERFORMANCE  
Suitable for commercial 
and residential applications 
including stairs, kitchens,  
bathrooms and bedrooms.

EXTREMELY STABLE  
Solid core provides minimum 
expansion and contraction.
No expansion joins required 
for rooms up to 15x30m. 
No acclimatisation required 
before installation*. 
*See detailed installation 
instruction for details.

Coventry | Blackbutt

Coventry | Tasmanian Oak



Coventry 
Construction

Burnt Oak Blackbutt Spotted Gum Limed Oak Tasmanian Oak Eucalypt Stone Wash

Coventry

Coventry | Spotted Gum Coventry | Stone Wash

This sophisticated
range of colours and
textures allows the space
you are working with
to be brought to life.
The contemporary
tones allow for a diverse
clientele that has always
wanted to impress.

6.5mm x 0.55mm  L 
158cm x W 22.2cm

A

B

C

D

(A) Commercial grade wear layer

(B) Decorative layer 
Authentic woodgrain look and feel.

(C) Rigid super core
• High density rigid core.
• Water proof product.
• Easy install drop-lock click system.

(D) Acoustic backing
• ���Pre-attached underlay with

exceptional acoustic properties. 
Decreases installation costs.

• �Meets Building Council of Australia 
acoustic requirements and can be
used in multi-residential applications.

COVENTRY TRADITIONAL 

Water-proof  x

50% denser than other flooring  x

High impact resistance  

Extremely stable  x

Will not telegraph  

Interlocking glueless floating floor  

Acoustic backing - BCA Approved for Multi-residential  x

Minimal subfloor prep  

Suitable for bathrooms, kitchens and laundry rooms  x

No acclimatisation required  x

Suitable to be laid over tiles and chipboard  x

Install large areas with minimal transition gaps  x

Formaldehyde and plasticiser free  

Pre attached underlay (1.5mm IXPE Acoustic foam)  x

The Table below identifies some of the advantages 
of coventry super-core over traditional laminate

Features

100% waterproof solid core 
stable construction. Coventry 
super-core is a premium 
product with versatility from 
living areas to kitchens, 
bathrooms and laundries.


